Stalex, Inc.

1051 N. Main Street, Unit A
Lombard, IL 60148

630/ 627-9401

630/ 627-9409 (F
g-ALEX E-mail: stalex@(st;)é)xinc.com

www.stalexinc.com

# S-629-08

# S-630-08
# S-631-08
# S-632-08

36" x 4" DIA. ARBOR TISHKEN SLITTING LINE

LINE SPECIFICATIONS:

QA ONE

Coil Width: 37” max entry.

Coil Weight: 6,000 LB.

Coil I.D.: Exit — 16” and 20".
Coil OD: 54" Exit.

Gauge Range: .012" to 14 GA.
Line Direction: Right to Left.

EQUIPMENT SPECIFICATIONS:

1. Slitter (# S-630-08)

Entry Pinch Rolls 5” dia.

Manual Side Guides.

Air Tension Pads.

4" Dia. Arbors with Jetnuts.

25 HP DC Drive — common with Recoiler.

Top Arbor adjustable with screw jacks - manual.
4” Dia. Driven Exit Pinch Rolls.

2. Recoiler(# S-630-08)

30 HP D.C. Motor / 1,750 RPM / 230 Volts.
20.77 : 1 Ratio + 2 : 1 Ratio.

20” Manual expansion & Gripper.

Manual Outboard Support.

Hydraulic Pusher Plate.

Free Standing Overarm Separator.



3. 2-Arm Turnstile(# S-631-08)Yoder Ser. # TH 3823 65.
Power rotation.
Power pushoff.
Power lift.
Self contain Hydraulic Unit.

4. Scrap Windef# S-632-08)
Hydraulic motor driven.
Oscillating Eye.

Self contain Hydraulic Unit.







